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Issued to:  GIANNI INDUSTRIES INC 

13 ZHONG SING RD, TU-CHENG INDUSTRIAL ZONE 

TU-CHENG DISTRICT, NEW TAIPEI 

236 TAIWAN 
   

This is to certify that 

representative samples of 

 Auxiliary lockset of the Electromagnet Type 

Models EM-1200, EM-300, EM-350, EM-NH2350, EM-

NH300, EM-NH350, EM-NH500, EM-2200, EM-2300, EM-

NH2300, EM-NH2500, GEM-600, GEM-1200,, GEM-800, 

GEM-D600, GEM-D1200, and GEM-D800 for use with 

swinging type fire doors rated up to and including 3/4 

hours..  All devices may be provided with or without one or 

more the following Suffixes:  DS and M.    

The EM-300/EM-300M models were formerly recognized 

with the EM-600/EM-600M designations. 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  ANSI/UL 10B - Fire Tests of Door Assemblies. 

ANSI/UL 10C - Positive Pressure Fire Tests of Door 

Assemblies. 

CAN/ULC S104 - Standard Method for Fire Tests of Door 

Assemblies. 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
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